
Grade “ D”  Breathable Air PackageGrade “ D”  Breathable Air Package 

YOUR SAFETY SHOULD NYOUR SAFETY SHOULD NYOUR SAFETY SHOULD NEVER BE COMPROMISED EVER BE COMPROMISED EVER BE COMPROMISED    

P/N–21999-0265 

1.     Mount panel to wall. 
2.     Connect in air line into the separator keeping sealant 

    off of the first two threads of the inlet pipe. 
3.     Turn on monitor when in use. 
4.     Turn off monitor when not in use to conserve battery. 
5.     Calibrate monitor every three months. 

Operation Instructions  

DO NOT USE FILTERED AIR FROM PANEL TO 
RUN AIR TOOLS OR SPRAY GUNS 

Warning!!! 



Grade “ D”  Breathable Air PackageGrade “ D”  Breathable Air Package 

Accessories  

21999-0272 

Mylar lens covers Full 
Mask (25pk) 

21999-0285 

Full Mask Set (Includes 
Regulator and Belt) 

21999-0286 

21999-0287 

Cooling Vest  
· Medium   

· Large 

Cooling Vest  
· X-Large  

· XX-Large 
21999-0273 

Mylar lens covers Full 
Hood (25pk) 

21999-0275 

Full Hood Set (Includes 
Regulator and Belt) 

Cooling Tube With Belt 
For Hood 

21999-0274 

Cooling Tube 
For Vest 

21999-0280 

HOSE 

21999-0276 25’  Starter Hose & Quick Connectors 

21999-0277 25’  Extension Hose & Quick Connectors 

21999-0278 50’  Extension & Quick Connectors 

21999-0279 100’  Extension Hose & Quick Connectors 

Breathable Air Package 

Water Separator, Oil Coalescer, With Regulator 

21
99

9-
02

65
 

To Human 

To Spray Gun or Tool 

Anything Down Stream of Panel 
Must Be NIOSH Approved 

21
99

9-
02

53
 

AIR L INE 

Calibration Kit for  CO 
Monitor   

21999-0264 


